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Check Packing Contents

Packing List
Vehicle 1PCS | Pedal 1SET
Charger 1PCS | Toolkit 1PCS
Manual/Warranty Card 1PCS | Saddle assembly 1PCS
Certificate of conformity 1PCS | Side Stand 1PCS
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TNT Specifications
Vehicle Main Parameters:
Size 1698 X620X1195mm Weight 30kg
Folding Size 900X400X800mm Maximum Load 100kg
Tire Size 20%4.0 Standard Top Speed <25km/h
Charging Voltage | AC220V50-60Hz Max Angle of Climbing | About15°
Charging Time About 360mins-480mins Battery Capacity 499WH
USBOutput Voltage | 5v Suitable Temperature -10°C~40°C




TNT Specifications

Main technical parameters of the battery:

Battery Type Lithium battery Nominal 48V
Voltage

Main technical parameters of the motor:

Motor type Brushless motor Nominal 48V

Voltage
Continuous 250W/500W/750W Maximum 18N.M/38N.M/35N.M
output power output torque

Rated speed 230r/min/360r/min/370r/min

Main technical parameters of controller and charger:
230.5V Overcurrent Protection Value >18A

WARNING

Please do not discard waste batteries at will, so as not to pollute the environment. The waste
lithium batteries of this product shall be recycled by the enterprise or the distributor or the
government designated outlets.

TNT Use the Bicycle
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TNT Use the Bicycle

1.Take the TNT vehicle out of the packing case, push the front to the vertical position (see Figure 1),
and press down the wrench of the folding mechanism (See the amow in step 1 of figure 2 ),re-fasten the limit
clip(See the arrow in step 2 of figure 2), and finally buckle the wrench of the folding mechanism upward (See
the arrow in step 1 of figure 3) to ensure the stability of the front.

2.Set firmly; Align the mounting holes for the side support with the mounting holes for the side support
and tighten the holes using two M6 cylindrical head bolts (see Figure 4).

3.0pen the saddle latch, install the saddle and adjust it to a proper height (See the amow in step 1 of figure 5),
and close the saddle latch (See the arow in step 2 of figure 5 ).

4.Then turn the brake handle and meter to the horizontal position (see Figure 6) and tighten the screws
on the brake handle to secure the brake handle (see Figure 7).

Figure 8

5.Install the pedals according to the left and right signs (see Figure 8),L on the left, R on the right.

6.Note that the left and right screws are opposite during installation, the left pedal is tightened
clockwise, and the right pedal is tightened clockwise. The recommended torque for the installation of
the pedal is 35~40N.m, and the car body is installed (see Figure 9).

Get Started

TNT has two riding modes are available:

(—)Manpower mode: Straighten the front of TNT, put away the support feet, fix the frame, adjust the
position of the front and saddle to ensure the comfort of riding, hold the handle, sit on the saddle first,
and step on the pedal with both fee,the rider can ride with the pedal.



(—~)Power mode: Turn on the power switch, when the pedal is riding, the number of pedaling rings is
more than three laps, the power sensor senses the disk rotation, and then gives this signal to the
controller, starting the power mode, according to the size of different users, the power will change,
brake, exit the power mode; When the pedal is reversed, it can help exit the power mode faster. The
function of power mode is to make riding easier!

Learning Skill

%

Put away the kickstand, turn on the Step on the left and right feet Hold the brakes
power, and get your feet in the Respectively,appropriate gear can

vehicle.lt is best to adjust the be increased after speed up

transmission to 1-3 gears (low gear)

WARNING

«Avoid using this product in inclement weather, such as rain,snow or ice.
*Regardless of the use of this product in any environment, please first confirm whether the
brake can be used normally.

Safety

TNT Precautions during riding:Please read carefully and ride TNT as required. Do not use an electric
vehicle until you have read the instructions carefully and understand its performance. Don't lend the
bike to someone who can't handle it.

Very Important:

It is strictly forbidden to accelerate, decelerate and turn sharply. It is not allowed to lean forward or lean
back too much. It is strictly forbidden to ride too fast. If there is a risk of falling, please protect your
personal safety and do not consider TNT. TNT may cause loss during riding and parking, affecting the
performance of the product. Therefore, you must do the following checks before riding TNT:



1.1t is necessary to check whether the all parts of TNT are installed firmly and without damage.

2.The recommended torque for installing the pedals is 35 to 40N.m. Ensure that the pedals are closed
and tightened before use. When the foot pedal is not fully tightened, it is easy for the screw to be
damaged after use for a period of time, resulting in the immediate sliding off. This situation is improper
installation, no warranty.

3.Brake function and tires are in good condition, tire pressure is normal; Whether the handle, seat
cushion and folding latch are fixed. If they are loose, fasten the latch.

4.Folding mechanism locked.

5.Chain tightening should be the distance between the chain free sag and tension between 10-15mm.
6. Brake debugging should be reliable,flexible reset, and rainy days and downhill riding should
increase the braking distance.

7. When adjusting the height of handlebars and saddle, do not exceed the safety point on the stem and
saddle tube. Tighten the transverse pipe, stem , saddle and saddle tube after adjusting,the
recommended torque is 218Nm.

8.You need to find a relatively open and flat field to practice, at least 4m*20m area.

9.You need to be fully aware of the surrounding riding environment: ensure that there is no
interference from cars, pedestrians, stationary objects, bicycles and other obstacles.

10.You need a skilled assistant at your side. The assistant should be proficient in TNT and be familiar
with all the precautions and riding methods in this guide.

Before riding TNT safely, you need a lot of practice to master safe riding skills. If the rider is not skilled
in riding or does not use this product in accordance with the requirements of this Guide, which may
cause personal injury or property damage to the rider or a third party, the company only assumes the
responsibility for product failure or damage, and does not assume any responsibility for personal injury
or property damage related to the use of this product

Parking precautions:

1.Turn off the power switch when you push the vehicle.

2.Turn off the power when parking.

3.For your riding safety, but also to keep your car in the best condition, please carry out regular
maintenance and cleaning.

Adjustment and maintenance:

1. The newly purchased vehicle should be in good condition,if there is any doubt,please reflect to the
after-sales personnel.

2. The adjustment method of the brake is the same as that of an ordinary bicycle, the key is to
effectively brake, and the wheel is not blocked when releasing the brake (otherwise, a large amount of
electric energy will be consumed) and ensure that the brake power off function is effective.

3. When the vehicle is replacing the tire, the front wheel is the same as the ordinary bicycle, the rear
wheel is involved in the hub and circuit, pay attention to the line when disassembling, and the two nuts
of the rear axle must be pressed when assembling. The recommended torque for the rear wheels is
230N.m,front tire218N.m



4. It is recommended to carry out a comprehensive test and maintenance of the vehicle every 800
kilometers or so to check whether the screws of the front and rear wheels are locked, whether the
pattern of the outer tire is worn and cracked, whether the pressure of the front and rear tires is
appropriate, whether the drive system is smooth, and whether the joints of various parts are normal:
Brake line pullers are used in lubricated condition and apply appropriate amount of wheel oil to central
uranium, front axle, rear axle, flywheel, front fork, rotating parts and brake wiring. It is recommended
to use 40# oil and butter as lubricants.

5. In the use and maintenance, if you find that you can not solve the problem, please contact the
after-sales personnel, because the failure and damage caused by the unauthorized dismantling of the
car, not within the scope of the company's free warranty.

6. When the vehicle is used for a period of time, professionals or designated maintenance stations
should be asked to carry out a comprehensive inspection and adjustment of the vehicle to ensure the
comfort and safety of the car and the normal service life.

The way of using battery:

Battery replenishment: if the leave factory time is short, the user can directly load the battery to the
vehicle for use, if the leave factory time is longer (more than 2 months), the battery is damaged during
storage and transportation, and the battery should be replenished before the new vehicle is used. To
supplement the power supply, plug the original vehicle charger into the battery charging hole, and then
connect the AC220V power supply (mains supply) to charge for 2 to 4 hours until the charger has a full
indication.

2. Normal charging of the battery: the operation process of the electric scooter is also the discharge
process of the battery, and the battery should be charged in time after the operation of the electric
moped stops.

3. Turn off the power when not riding.

4. The connector of the battery box should be tightly inserted as required (the cable of the battery box
has been connected reliably before delivery). Loose or incorrect connection may cause abnormal work
of related parts, or even damage to the parts.

5. Lithium batteries can not be close to the open fire or high temperature heat source,also can not
throw the power battery into the water, high temperature season is strictly prohibited battery exposure
in the sun.

6. Lithium battery internal packaging is intact, do not disassemble, decomposition.

7. For scrapped batteries, please hand them over to recycling stations or electric vehicle dealers for
unified treatment, do not discard, so as to avoid pollution.

The way of using charger:

1. Carefully check whether the rated input voltage of the charger (AC220V) is consistent with the
power grid voltage.

2. When the vehicle needs to be charged, the input plug of the charger should be properly connected
to the charging jack of the battery in order, and then the input end of the charger should be connected
to the AC power supply. At this time, when the charging indicator of the charger is red, it means that
the battery is being charged. Charge time is about 6-7 hours (charge length depends on how much
power is left).



















































